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Held at two surfaces, the end face and the taper, to ensure a high level of rigidity and precision.

Compared to
solid tools

The large diameter offers cost advantages.  
To reduce the tool changing time, only the 
cutter tip needs to be replaced.

Compared to
indexable tools

It provides flute quantity advantages to 
improve productivity, as well as a selection of 
cutter tips. It offers additional advantages in 
terms of initial costs and running costs.Fl
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Precision =  Runout under 0,015 mm
Axial direction ±0,03 mm

•  Held at two surfaces to ensure runout  
precision and strength.

• Provided with buttress screws to facilitate coupling.
• Shortened tool replacement time. (Replaceable on machine)
• Numerous variations are possible by combining different heads and bodies.
• The lineup of cutter forms, which is backed by OSG's experience with carbide solid end mills,
  supports various types of milling.

KEY FEATURES: PHOENIX PXM

Product series Tool 
specification Features Size range Z Page

PXNL (OH) Low variable helix with roughing shape 10 - 25 mm 4 8-9

PXNH (OH) High variable helix with roughing shape 10 - 25 mm 4 8-10

PXVC
  

High variable helix for L/D up to 7xD 10 - 32 mm 4 - 8 11

PXSE (OH)
  

Variable helix for L/D up to 5xD 10 - 25 mm 4 12-13

PXSM
  

Multi flute variable helix for L/D up to 5xD 10 - 25 mm 6 - 10 14

PXRE Corner radius with straight flute for L/D up to 5xD 10 - 20 mm 4 - 6 15

PXDR-P Corner radius with high helix flute for L/D up to 7xD 10 - 20 mm 3 15

PXDR-N Corner radius with high helix flute for L/D up to 7xD 10 - 20 mm 3 15

PXBE-P (OH) 3 flute ball nose for L/D up to 7xD 10 - 20 mm 3 16-17

PXBE-N 3 flute ball nose for L/D up to 5xD 10 - 20 mm 3 16

PXBM Multi flute ball nose for L/D up to 5xD 10 - 20 mm 4 - 6 16



PXSM

Competitor

50 100 1500

Milling Length

200 250

300

Tool
Head: PXSM160C16-06R000
Holder : PXMZ-C16SS16-S100

Size Ø16

Work Material S50C

Cutting Speed 100m/min(1,990min-1)

Feed 1,195mm/min(0.1mm/t)

Milling Method Side Milling

Depth of Cut ap=8mm ae=1.6mm

Coolant Air Blow

Machine BT40 Horizontal Machining Center

Unique design of PXSM gives stable machining.

PXVC achieved better accuracy and finished surface in same machining
efficiency versus the competition.

Ra = 0,11 µm Ra = 0,77 µmRz = 0,8 µm Rz = 5 µm

PXSM (294m)

PXVC

Competitor (42m)

Conventional solid end mill

Tool
Head: PXSE200C20-04R010

Holder: PXMZ-C20SS20-S120
Competitor's Solid Carbide 

End Mill

Size Ø20 x R1  4 flutes

Work Machine Parts

Work Material S25C

Cutting Speed 60m/min(1.000min-1)

Feed 400mm/min(0,1mm/t)

Cutting Method Slotting

Depth of Cut ap=3mm ae=20mm

Coolant Water Soluble

Machine Horizontal Machining center

Number of Processed 
Workpiece 5 pcs 3 pcs

The tool achieved 1.6 times durability.  Tooling cost per unit was reduced to 1/5.

PXSE

Competitor
Solid carbide tool

1 2 30

Tooling cost per unit

(m)

4 5

PXSE  1.6 times durability and 1/5 of tooling cost
achieved in parts machining

PXSM  Side milling in S50C

PXVC  Achieved better surface roughness 
Tool

Head: PXVC220C20-04R005
Holder: PXMZ-C20SS20-L150L

Conventinal Solid End Mill

Size Ø22×R0,5 Ø20

Work Material SKD61 (40HRC)

Cutting Speed 50m/min(723min-1) 50m/min(796min-1)

Feed 300mm/min(0,104 mm/t) 60mm/min(0,019 mm/t)

Milling Method Side Milling

Depth of Cut
ap=17,6mm (0,8D)         ap=88mm (4,4D)        
ae=0,05mm ae=0,05mm

Coolant Air Blow

Machine Vertical Machining Center

88mm 88mm

Milling | Indexables
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PXBM  Machining at slope face in NAK80
(comparison with the same feed rate)

PXRE  The multiple edge design helps increase
efficiency by 1,8 times in die mold roughing processes

Tool
Head: PXBM160C16-06R080
Holder: PXMZ-C16SS16-S100

Size Ø16

Work Material NAK80(40HRC)

Cutting Speed 200m/min(3.980min-1)

Feed Per Tooth 0,12mm/t

Milling Method Pick Milling

Depth of Cut ap=0,32mm  Pf=0,8mm

Coolant Air Blow

Machine BT50 Horizontal Machining Center

Materialized by more cutting edges for better productivity, longer tool life with 
superb durability.
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PXBM       (vf=2.685mm/min）

         (vf=1.910mm/min）

　　    

 W
idth of w

ear

6 Flutes

4 Flutes
Competitor A

Indexable tool
2 Flutes

Milling Length

Competitor B

（
m

m
）

  (vf=954mm/min）

Width of wear (mm)

Milling Length (mm)

Tool
Head: PXRE200C20-06R030

Holder: PXMZ-C20SS20-S120
Competitor 

High Feed Radius Cutter

Size Ø20×R3    6 Flutes Ø20×R3    2  Flutes

Grades XP6305 Coated Carbide Chip

Work Material SKD61 (43HRC) 

Cutting Speed 230m/min(3.700min-1) 120m/min(1.900min-1)

Feed 6.700mm/min(0,3mm/t) 3.100mm/min(0,8mm/t)

Depth of Cut 0,4mm 0,5mm

Width of Cut 10mm

Coolant Air Blow

Machine Horizontal Machining Center

With high feed radius cutters, a simulated R value is inputted in the program during rough milling, 
resulting in large amounts of uncut areas. In contrast, with the high precision Corner R form PXRE, 
there are fewer uncut areas, which reduce the load of the next process, thereby increasing tool life 
and the precision of cut.

By replacing the high feed radius cutter with the PXRE, milling efficiency can be 
increased by 1,8 times

Competitor A (1,500m)PXBM (1,500m) Competitor B Indexable tool (1,250m)
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PXDR-P  Stable machining was achieved
in easily chatter L/D=7

PXDR-N  Long tool life was achieved machining
in L/D=7, which chatters easily. 

PXDR-P Competitor A Competitor B

Tool
Head: PXDR160C16-03R030-P

Holder: PXMZ-C16SS16-L135CS
Competitor

4 flutes

Size Ø16×R3    3 Flutes

Work Material NAK80 40HRC

Cutting Speed 30m/min(597min-1)

Feed 537mm/min(0.30mm/t) 537mm/min(0.22mm/t)

Milling Method L-shaped machining

Depth of Cut ap=0.4mm(0.025Dc) ae=8mm(0.5Dc)

Width of Cut 112mm(L/D=7)

Coolant Air Blow

Machine Vertical Machining Center (BT40)

Tool
Head:  PXDR160C16-03R030-N
Holder:  PXMZ-C16SS16-L135CS

Competitor
4 flutes

Size Ø16×R3    3 Flutes

Work Material SKD61 (40HRC)

Cutting Speed 120m/min(2,387min-1)

Feed 2.149mm/min(0.30mm/t) 2.149mm/min(0.22mm/t)

Milling Method Fau Milling

Depth of Cut ap=0.4mm(0.025Dc) ae=8mm(0.5Dc)

Width of Cut 112mm(L/D=7)

Coolant Air Blow

Machine Vertical Machining Center (BT40)

PXDR-P achieved fair finished surface with less chattering at the corner of work 
versus the competition.

PXDR-N

Competitor A

Competitor B

200 400 6000

Milling Length (m)

800

PXDR-P was capable to achieve twice the durability versus the competition.
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PXBE-P  The 3 flutes PXBE-P was more capable versus
4 flute in machining work with complicated shape

Tool
Head: PXBE160C16-03R080-P

Holder: PXMZ-C16SS16-L130CS
Competitor

4 Flutes

Size Ø16×R8    3 Flutes

Work Material SKD61 (40HRC)

Cutting Speed 75m/min(1.492min-1)

Feed 224mm/min(0,05mm/t) 298mm/min(0,05mm/t)

Depth of Cut ap=0,8mm(0.05Dc) ae=2,4mm(0.15Dc)

Width of Cut 78mm(L/D=4,9)

Coolant Air Blow

Machine Vertical Machining Center (BT40)

50˚ 70˚ 90˚ 110˚

PXBE-P Competitor A Competitor A



PXSM  The multiple edge design helps double efficiency
in the milling of blades

Tool Head: PXSM160C16-06R005
Holder: PXMZ-C16SS16-L130CS

Competitor 
Radius Cutter

Size Ø16×R0,5     6 Flutes Ø16×R2,5     2 Flutes

Grades XP3225 Coated Carbide Chip

Work Material 13Cr  Equivalent

Cutting Speed 125m/min(2.500min-1)

Feed 690mm/min(0,046mm/t) 350mm/min(0,07mm/t)

Depth of Cut ap=1mm         ae=0,25mm

Coolant Air Blow

Machine 5-Axis Vertical Machining Center

In finishing operations with settings that are difficult to modify, switching to the 
Phoenix Radius Cutter can double milling efficiency

PXBE-N  Tooling cost reduced by switching from solid
tools in die casting machining

PXBE-N  Machining efficiency improved by switching from
indexable tools in welding parts machining

Tool
Head : PXBE160C16-03R080-N

Holder : PXMZ-C16SS16-L130CS
Competitor’s 

solid carbide tool

Size Ø16×R8   3 flutes Ø16×R8   4 flutes

Work Press Dies

Work Material SKD11 (60HRC)

Cutting Speed 90m/min(1,800min-1)

Feed 810mm/min(0.15mm/t) 810mm/min(0.11mm/t)

Milling Method Pick Milling

Depth of Cut ap=0.32mm ae=0.8mm

Coolant Water Soluble

Machine Vertical Machining Center (BT50)

Milling Length 330 m

Tool
Head: PXBE160C16-03R080-N

Holder: PXMZ-C16SS16-L130CS
Competitor’s 

solid carbide tool

Size Ø20×R10   3 flutes Ø20×R10   2 flutes

Work Die-casting Die

Work Material SKD61 (520HRC) Weld overlay

Cutting Speed 75m/min(1.200min-1)

Feed 420mm/min(0.12mm/t) 420mm/min(0.17mm/t)

Milling Method Pick Milling

Depth of Cut ap=10mm ae=1mm

Coolant Air Blow

Machine Horizontal Machining Center (BT50)

PXBE-N

Competitor

1 2 30

Tooling cost

4

PXBE-N

Competitor

20 40 600

Cutting time (min)

PXM achieved the same machining efficiency and the cutting length of 330m as the 
solid end mill.

Twelve times durability was achieved than the competitor indexable tool.
Machining efficiency was highly improved, which was partly due to the shortened 
tool-change time.
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Tightening procedure

1. Cleaning

Remove dirt and chips from the connecting 
thread and shank.

· Only use the spanner wrenches that are designed specifically for the PXM (P. 13). Please do not use alternative spanner wrenches sold on the market as a replacement.
· Please tighten until the head and the shank holder faces meet. Confirm that there is no gap.
· Degreasing the connecting thread may result in over tightening or a possible separation of the faces. Please do not degrease.
· Please make sure that the spanner wrench is inserted properly and turn it slowly during use.

2. Initial Tightening

Tighten by hand

3. Final Tightening

Tighten with a spanner 
wrench

4. Confirmation

Confirm that there is 
no gap

With gap No gap

Cautions during use

PXNH The variable lead enables low-resistance machining

PXNL The variable lead enables stable machining and a 
long tool life

Tool
Head : PXBE160C16-03R080-N

Holder : PXMZ-C16SS16-L130CS
Competitor’s 

solid carbide tool

Size Ø20   4 flutes Ø20   6 flutes

Work Material S50C

Cutting Speed 100m/min(1,590min-1)

Feed 450mm/min(0.07mm/t) 450mm/min(0.047mm/t)

Cutting  
Method Slotting

Depth of Cut ap=6mm, 8mm, 10mm

Coolant Air Blow

Machine Vertical Machining Center (BT40)

Tool Head :PXNL200C20-04C006
Holder : PXMZC20SS20-S120

Competitor’s Indexable
roughing cutter

Size Ø20   4 flutes Ø20   6 flutes

Work Material S50C

Cutting Speed 120m/min(1.910min-1)

Feed 764mm/min(0.1mm/t) 764mm/min(0.066mm/t)

Cutting  
Method Side milling

Depth of Cut ap=10mm (0,5D)  ae=6mm (0,3D)

Coolant Air Blow

Machine Vertical Machining Center (BT40)

The resistance value can be reduced by more than 20% from the competitors' 
products.

More than twice the durability of the competitors' products.
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0 6 8 10

PXNH
A

B

Cutting resistance - maximum values -

Competitor

切込深さ (ap) (mm)  Depth of Cut
(ap) (mm)  Depth of Cut
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Competitor
(N)

PXNL

Competitor A

Competitor B

40 60 8020

Milling Length (m)

100

PXNL
After milling 33,6m

  Competitor A
After milling 33,6m

 Competitor B
After milling 22,4m
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EDP Designation Z D1 R l l1 D Helix 
angle Type Grade

P M K N S H

Price
dry dry GG GGG dry dry dry

7830400 PXNL100C10-04C005 4 10 0,5 7 13 9,7 19/21 1 XP3225 ◉ ◉ ◉ ◎ ◎
7830401 PXNL120C12-04C005 4 12 0,5 8,4 14,4 11,7 19/21 1 XP3225 ◉ ◉ ◉ ◎ ◎
7830402 PXNL160C16-04C006 4 16 0,6 11,2 18,7 15,7 19/21 1 XP3225 ◉ ◉ ◉ ◎ ◎
7830403 PXNL200C20-04C006 4 20 0,6 14 21,5 19,6 19/21 1 XP3225 ◉ ◉ ◉ ◎ ◎
7830404 PXNL250C25-04C006 4 25 0,6 17,5 27,5 24 19/21 1 XP3225 ◉ ◉ ◉ ◎ ◎
7830450 PXNH100C10-04C005 4 10 0,5 7 13 9,7 40/42 2 XP3225 ◉ ◉ ◉ ◎ ◎
7830451 PXNH120C12-04C005 4 12 0,5 8,4 14,4 11,7 40/42 2 XP3225 ◉ ◉ ◉ ◎ ◎
7830452 PXNH160C16-04C006 4 16 0,6 11,2 18,7 15,7 40/42 2 XP3225 ◉ ◉ ◉ ◎ ◎
7830453 PXNH200C20-04C006 4 20 0,6 14 21,5 19,6 40/42 2 XP3225 ◉ ◉ ◉ ◎ ◎
7830454 PXNH250C25-04C006 4 25 0,6 17,5 27,5 24 40/42 2 XP3225 ◉ ◉ ◉ ◎ ◎

10 - 25 mm

For PXMZ straight shank holder

Roughing shape in 45 HRC work materials

Variable helix solid carbide head

PXNL / PXNH HEADS

Type 1

Low helix

High helix

Type 2

D

l

l1

D
1

c

L

D

l

l1

D
1

c

L

p.22p.18
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NEW

NEW
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EDP Designation Z D1 R l l1 D Helix 
angle Grade

P M K N S H

Price
dry dry GG GGG dry dry dry

7830411 PXNL120C12-04C005-O 4 12 0,5 8,4 14,4 11,7 19/21 XP3225 ◉ ◉ ◉ ◎ ◎
7830412 PXNL160C16-04C006-O 4 16 0,6 11,2 18,7 15,7 19/21 XP3225 ◉ ◉ ◉ ◎ ◎
7830413 PXNL200C20-04C006-O 4 20 0,6 14 21,5 19,6 19/21 XP3225 ◉ ◉ ◉ ◎ ◎
7830414 PXNL250C25-04C006-O 4 25 0,6 17,5 27,5 24 19/21 XP3225 ◉ ◉ ◉ ◎ ◎

12 - 25 mm

For PXMZ straight shank holder

Roughing shape in 45 HRC work materials

Variable helix solid carbide head with coolant hole

PXNL OH HEADS   NEW

p.22p.18
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D

l
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D1

R

L



M
ill

in
g 

| I
nd

ex
ab

le
s 

H
ea

ds

Milling | Indexables

EDP Designation Z D1 R l l1 D Helix 
angle Grade

P M K N S H

Price
dry dry GG GGG dry dry dry

7830461 PXNH120C12-04C005-O 4 12 0,5 8,4 14,4 11,7 40/42 XP3225 ◉ ◉ ◉ ◎ ◎
7830462 PXNH160C16-04C006-O 4 16 0,6 11,2 18,7 15,7 40/42 XP3225 ◉ ◉ ◉ ◎ ◎
7830463 PXNH200C20-04C006-O 4 20 0,6 14 21,5 19,6 40/42 XP3225 ◉ ◉ ◉ ◎ ◎
7830464 PXNH250C25-04C006-O 4 25 0,6 17,5 27,5 24 40/42 XP3225 ◉ ◉ ◉ ◎ ◎

12 - 25 mm

For PXMZ straight shank holder

Roughing shape in 45 HRC work materials

Variable helix solid carbide head with coolant hole

PXNH OH HEADS   NEW

p.22p.18

10
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l
l1

D1

R
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Type 1

Type 2*High variable helix solid carbide head

Up to 7xD application in 55 HRC work materials

For PXMZ straight shank holder

10 - 32 mm

EDP Designation Z D1 R l l1 D Helix 
angle Type Grade

P M K N S H

Price
dry dry GG GGG dry dry dry

7834994 PXVC100C10-04R000 4 10 0 10 16 9,8 45/48 1 XP3225 ◉ ◉ ◉ ◎ ◎
7834995 PXVC100C10-04R005 4 10 0.5 10 16 9,8 45/48 1 XP3225 ◉ ◉ ◉ ◎ ◎
7834996 PXVC100C10-04R010 4 10 1 10 16 9,8 45/48 1 XP3225 ◉ ◉ ◉ ◎ ◎
7834997 PXVC100C10-04R020 4 10 2 10 16 9,8 45/48 1 XP3225 ◉ ◉ ◉ ◎ ◎
7834998 PXVC100C10-04R030 4 10 3 10 16 9,8 45/48 1 XP3225 ◉ ◉ ◉ ◎ ◎
7834999 PXVC120C10-04R000 4 12 0 12 18 9,8 45/48 2 XP3225 ◉ ◉ ◉ ◎ ◎
7835000 PXVC120C10-04R005 4 12 0.5 12 18 9,8 45/48 2 XP3225 ◉ ◉ ◉ ◎ ◎
7835001 PXVC120C10-04R010 4 12 1 12 18 9,8 45/48 2 XP3225 ◉ ◉ ◉ ◎ ◎
7835002 PXVC120C10-04R020 4 12 2 12 18 9,8 45/48 2 XP3225 ◉ ◉ ◉ ◎ ◎
7835003 PXVC120C10-04R030 4 12 3 12 18 9,8 45/48 2 XP3225 ◉ ◉ ◉ ◎ ◎

7835004 PXVC120C12-04R000 4 12 0 12 18 11,7 45/48 1 XP3225 ◉ ◉ ◉ ◎ ◎
7835005 PXVC120C12-04R005 4 12 0,5 12 18 11,7 45/48 1 XP3225 ◉ ◉ ◉ ◎ ◎
7835006 PXVC120C12-04R010 4 12 1 12 18 11,7 45/48 1 XP3225 ◉ ◉ ◉ ◎ ◎
7835007 PXVC120C12-04R020 4 12 2 12 18 11,7 45/48 1 XP3225 ◉ ◉ ◉ ◎ ◎
7835008 PXVC120C12-04R030 4 12 3 12 18 11,7 45/48 1 XP3225 ◉ ◉ ◉ ◎ ◎
7835009 PXVC140C12-04R000 4 14 0 14 20 11,7 45/48 2 XP3225 ◉ ◉ ◉ ◎ ◎
7835010 PXVC140C12-04R005 4 14 0,5 14 20 11,7 45/48 2 XP3225 ◉ ◉ ◉ ◎ ◎
7835011 PXVC140C12-04R010 4 14 1 14 20 11,7 45/48 2 XP3225 ◉ ◉ ◉ ◎ ◎
7835012 PXVC140C12-04R020 4 14 2 14 20 11,7 45/48 2 XP3225 ◉ ◉ ◉ ◎ ◎
7835013 PXVC140C12-04R030 4 14 3 14 20 11,7 45/48 2 XP3225 ◉ ◉ ◉ ◎ ◎
7835014 PXVC160C16-04R000 4 16 0 16 23,5 15,7 45/48 1 XP3225 ◉ ◉ ◉ ◎ ◎
7835015 PXVC160C16-04R005 4 16 0,5 16 23,5 15,7 45/48 1 XP3225 ◉ ◉ ◉ ◎ ◎
7835016 PXVC160C16-04R010 4 16 1 16 23,5 15,7 45/48 1 XP3225 ◉ ◉ ◉ ◎ ◎
7835017 PXVC160C16-04R015 4 16 1,5 16 23,5 15,7 45/48 1 XP3225 ◉ ◉ ◉ ◎ ◎
7835018 PXVC160C16-04R020 4 16 2 16 23,5 15,7 45/48 1 XP3225 ◉ ◉ ◉ ◎ ◎
7835019 PXVC160C16-04R030 4 16 3 16 23,5 15,7 45/48 1 XP3225 ◉ ◉ ◉ ◎ ◎
7835020 PXVC180C16-04R000 4 18 0 18 25,5 15,7 45/48 2 XP3225 ◉ ◉ ◉ ◎ ◎
7835021 PXVC180C16-04R005 4 18 0,5 18 25,5 15,7 45/48 2 XP3225 ◉ ◉ ◉ ◎ ◎
7835022 PXVC180C16-04R010 4 18 1 18 25,5 15,7 45/48 2 XP3225 ◉ ◉ ◉ ◎ ◎
7835023 PXVC180C16-04R020 4 18 2 18 25,5 15,7 45/48 2 XP3225 ◉ ◉ ◉ ◎ ◎
7835024 PXVC180C16-04R030 4 18 3 18 25,5 15,7 45/48 2 XP3225 ◉ ◉ ◉ ◎ ◎
7835025 PXVC200C20-04R000 4 20 0 20 27,5 19,6 45/48 1 XP3225 ◉ ◉ ◉ ◎ ◎
7835026 PXVC200C20-04R005 4 20 0,5 20 27,5 19,6 45/48 1 XP3225 ◉ ◉ ◉ ◎ ◎
7835027 PXVC200C20-04R010 4 20 1 20 27,5 19,6 45/48 1 XP3225 ◉ ◉ ◉ ◎ ◎
7835028 PXVC200C20-04R020 4 20 2 20 27,5 19,6 45/48 1 XP3225 ◉ ◉ ◉ ◎ ◎
7835029 PXVC200C20-04R030 4 20 3 20 27,5 19,6 45/48 1 XP3225 ◉ ◉ ◉ ◎ ◎
7835030 PXVC220C20-04R000 4 22 0 22 29,5 19,6 45/48 2 XP3225 ◉ ◉ ◉ ◎ ◎
7835038 PXVC220C20-04R005 4 22 0,5 22 29,5 19,6 45/48 2 XP3225 ◉ ◉ ◉ ◎ ◎
7835031 PXVC220C20-04R010 4 22 1 22 29,5 19,6 45/48 2 XP3225 ◉ ◉ ◉ ◎ ◎
7835032 PXVC220C20-04R020 4 22 2 22 29,5 19,6 45/48 2 XP3225 ◉ ◉ ◉ ◎ ◎
7835033 PXVC220C20-04R030 4 22 3 22 29,5 19,6 45/48 2 XP3225 ◉ ◉ ◉ ◎ ◎
7835034 PXVC250C25-04R000 4 25 0 25 35 24 45/48 1 XP3225 ◉ ◉ ◉ ◎ ◎
7835035 PXVC250C25-04R010 4 25 1 25 35 24 45/48 1 XP3225 ◉ ◉ ◉ ◎ ◎
7835036 PXVC250C25-04R020 4 25 2 25 35 24 45/48 1 XP3225 ◉ ◉ ◉ ◎ ◎
7835037 PXVC250C25-04R030 4 25 3 25 35 24 45/48 1 XP3225 ◉ ◉ ◉ ◎ ◎

7835039 PXVC320C32-05R010 5 32 1 32 44,7 28 45 1 XP3225 ◉ ◉ ◉ ◎ ◎
7835040 PXVC320C32-08R010 8 32 1 32 44,7 28 38 1 XP3225 ◉ ◉ ◉ ◎ ◎
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EDP Designation Z D1 R l l1 D Helix 
angle Grade

P M K N S H

Price
dry dry GG GGG dry dry dry

7829994 PXSE100C10-04R000 4 10 0 7 13 9,7 38 XP3225 ◉ ◉ ◉ ◎ ◎
7829995 PXSE100C10-04R005 4 10 0.5 7 13 9,7 38 XP3225 ◉ ◉ ◉ ◎ ◎
7829996 PXSE100C10-04R010 4 10 1 7 13 9,7 38 XP3225 ◉ ◉ ◉ ◎ ◎
7829997 PXSE100C10-04R020 4 10 2 7 13 9,7 38 XP3225 ◉ ◉ ◉ ◎ ◎
7829998 PXSE100C10-04R030 4 10 3 7 13 9,7 38 XP3225 ◉ ◉ ◉ ◎ ◎
7830004 PXSE120C12-04R000 4 12 0 8,4 14,4 11,7 38 XP3225 ◉ ◉ ◉ ◎ ◎
7830005 PXSE120C12-04R005 4 12 0,5 8,4 14,4 11,7 38 XP3225 ◉ ◉ ◉ ◎ ◎
7830006 PXSE120C12-04R010 4 12 1 8,4 14,4 11,7 38 XP3225 ◉ ◉ ◉ ◎ ◎
7830007 PXSE120C12-04R020 4 12 2 8,4 14,4 11,7 38 XP3225 ◉ ◉ ◉ ◎ ◎
7830008 PXSE120C12-04R030 4 12 3 8,4 14,4 11,7 38 XP3225 ◉ ◉ ◉ ◎ ◎
7830009 PXSE160C16-04R000 4 16 0 11,2 18,7 15,7 38 XP3225 ◉ ◉ ◉ ◎ ◎
7830010 PXSE160C16-04R005 4 16 0,5 11,2 18,7 15,7 38 XP3225 ◉ ◉ ◉ ◎ ◎
7830011 PXSE160C16-04R010 4 16 1 11,2 18,7 15,7 38 XP3225 ◉ ◉ ◉ ◎ ◎
7830012 PXSE160C16-04R015 4 16 1,5 11,2 18,7 15,7 38 XP3225 ◉ ◉ ◉ ◎ ◎
7830013 PXSE160C16-04R020 4 16 2 11,2 18,7 15,7 38 XP3225 ◉ ◉ ◉ ◎ ◎
7830014 PXSE160C16-04R030 4 16 3 11,2 18,7 15,7 38 XP3225 ◉ ◉ ◉ ◎ ◎
7830015 PXSE200C20-04R000 4 20 0 14 21,5 19,6 38 XP3225 ◉ ◉ ◉ ◎ ◎
7830016 PXSE200C20-04R005 4 20 0,5 14 21,5 19,6 38 XP3225 ◉ ◉ ◉ ◎ ◎
7830017 PXSE200C20-04R010 4 20 1 14 21,5 19,6 38 XP3225 ◉ ◉ ◉ ◎ ◎
7830018 PXSE200C20-04R020 4 20 2 14 21,5 19,6 38 XP3225 ◉ ◉ ◉ ◎ ◎
7830019 PXSE200C20-04R030 4 20 3 14 21,5 19,6 38 XP3225 ◉ ◉ ◉ ◎ ◎
7830020 PXSE250C25-04R000 4 25 0 17,5 27,5 24 38 XP3225 ◉ ◉ ◉ ◎ ◎
7830021 PXSE250C25-04R010 4 25 1 17,5 27,5 24 38 XP3225 ◉ ◉ ◉ ◎ ◎
7830022 PXSE250C25-04R020 4 25 2 17,5 27,5 24 38 XP3225 ◉ ◉ ◉ ◎ ◎
7830023 PXSE250C25-04R030 4 25 3 17,5 27,5 24 38 XP3225 ◉ ◉ ◉ ◎ ◎

Milling | Indexables

Variable helix solid carbide head

Up to 5xD application in 55 HRC work materials

For PXMZ straight shank holder

10 - 25 mm

PXSE HEADS   NEW SIZES
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Milling | Indexables

Variable helix solid carbide head with coolant hole

Up to 5xD application in 55 HRC work materials

For PXMZ straight shank holder

12 - 25 mm

EDP Designation Z D1 R l l1 D Helix 
angle Grade

P M K N S H

Price
dry dry GG GGG dry dry dry

7830054 PXSE120C12-04R000-O 4 12 0 8,4 14,4 11,7 38 XP3225 ◉ ◉ ◉ ◎ ◎
7830056 PXSE120C12-04R010-O 4 12 1 8,4 14,4 11,7 38 XP3225 ◉ ◉ ◉ ◎ ◎
7830058 PXSE120C12-04R030-O 4 12 3 8,4 14,4 11,7 38 XP3225 ◉ ◉ ◉ ◎ ◎
7830059 PXSE160C16-04R000-O 4 16 0 11,2 18,7 15,7 38 XP3225 ◉ ◉ ◉ ◎ ◎
7830061 PXSE160C16-04R010-O 4 16 1 11,2 18,7 15,7 38 XP3225 ◉ ◉ ◉ ◎ ◎
7830064 PXSE160C16-04R030-O 4 16 3 11,2 18,7 15,7 38 XP3225 ◉ ◉ ◉ ◎ ◎
7830065 PXSE200C20-04R000-O 4 20 0 14 21,5 19,6 38 XP3225 ◉ ◉ ◉ ◎ ◎
7830067 PXSE200C20-04R010-O 4 20 1 14 21,5 19,6 38 XP3225 ◉ ◉ ◉ ◎ ◎
7830069 PXSE200C20-04R030-O 4 20 3 14 21,5 19,6 38 XP3225 ◉ ◉ ◉ ◎ ◎
7830070 PXSE250C25-04R000-O 4 25 0 17,5 27,5 24 38 XP3225 ◉ ◉ ◉ ◎ ◎
7830071 PXSE250C25-04R010-O 4 25 1 17,5 27,5 24 38 XP3225 ◉ ◉ ◉ ◎ ◎
7830074 PXSE250C25-04R030-O 4 25 3 17,5 27,5 24 38 XP3225 ◉ ◉ ◉ ◎ ◎

p.25p.18
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Milling | Indexables

Multi flute variable helix solid carbide head

Up to 5xD application in 55 HRC work materials

For PXMZ straight shank holder

10 - 25 mm

EDP Designation Z D1 R l l1 D Helix 
angle Grade

P M K N S H

Price
dry dry GG GGG dry dry dry

7830094 PXSM100C10-06R000 6 10 0 7 13 9,7 38 XP3225 ◉ ◉ ◉ ◎ ◎
7830095 PXSM100C10-06R005 6 10 0.5 7 13 9,7 38 XP3225 ◉ ◉ ◉ ◎ ◎
7830096 PXSM100C10-06R010 6 10 1 7 13 9,7 38 XP3225 ◉ ◉ ◉ ◎ ◎
7830097 PXSM100C10-06R020 6 10 2 7 13 9,7 38 XP3225 ◉ ◉ ◉ ◎ ◎
7830104 PXSM120C12-06R000 6 12 0 8,4 14,4 11,7 38 XP3225 ◉ ◉ ◉ ◎ ◎
7830105 PXSM120C12-06R005 6 12 0,5 8,4 14,4 11,7 38 XP3225 ◉ ◉ ◉ ◎ ◎
7830106 PXSM120C12-06R010 6 12 1 8,4 14,4 11,7 38 XP3225 ◉ ◉ ◉ ◎ ◎
7830107 PXSM120C12-06R020 6 12 2 8,4 14,4 11,7 38 XP3225 ◉ ◉ ◉ ◎ ◎
7830108 PXSM120C12-06R030 6 12 3 8,4 14,4 11,7 38 XP3225 ◉ ◉ ◉ ◎ ◎
7830109 PXSM160C16-06R000 6 16 0 11,2 18,7 15,7 38 XP3225 ◉ ◉ ◉ ◎ ◎
7830110 PXSM160C16-06R005 6 16 0,5 11,2 18,7 15,7 38 XP3225 ◉ ◉ ◉ ◎ ◎
7830111 PXSM160C16-06R010 6 16 1 11,2 18,7 15,7 38 XP3225 ◉ ◉ ◉ ◎ ◎
7830112 PXSM160C16-06R015 6 16 1,5 11,2 18,7 15,7 38 XP3225 ◉ ◉ ◉ ◎ ◎
7830113 PXSM160C16-06R020 6 16 2 11,2 18,7 15,7 38 XP3225 ◉ ◉ ◉ ◎ ◎
7830114 PXSM160C16-06R030 6 16 3 11,2 18,7 15,7 38 XP3225 ◉ ◉ ◉ ◎ ◎
7830115 PXSM160C16-08R000 8 16 0 11,2 18,7 15,7 42 XP3225 ◉ ◉ ◉ ◎ ◎
7830116 PXSM160C16-08R005 8 16 0,5 11,2 18,7 15,7 42 XP3225 ◉ ◉ ◉ ◎ ◎
7830117 PXSM160C16-08R010 8 16 1 11,2 18,7 15,7 42 XP3225 ◉ ◉ ◉ ◎ ◎
7830118 PXSM160C16-08R015 8 16 1,5 11,2 18,7 15,7 42 XP3225 ◉ ◉ ◉ ◎ ◎
7830119 PXSM160C16-08R020 8 16 2 11,2 18,7 15,7 42 XP3225 ◉ ◉ ◉ ◎ ◎
7830120 PXSM160C16-08R030 8 16 3 11,2 18,7 15,7 42 XP3225 ◉ ◉ ◉ ◎ ◎
7830121 PXSM200C20-10R000 10 20 0 14 21,5 19,6 42 XP3225 ◉ ◉ ◉ ◎ ◎
7830122 PXSM200C20-10R005 10 20 0,5 14 21,5 19,6 42 XP3225 ◉ ◉ ◉ ◎ ◎
7830123 PXSM200C20-10R010 10 20 1 14 21,5 19,6 42 XP3225 ◉ ◉ ◉ ◎ ◎
7830124 PXSM200C20-10R020 10 20 2 14 21,5 19,6 42 XP3225 ◉ ◉ ◉ ◎ ◎
7830125 PXSM200C20-10R030 10 20 3 14 21,5 19,6 42 XP3225 ◉ ◉ ◉ ◎ ◎
7830126 PXSM250C25-10R000 10 25 0 17,5 27,5 24 42 XP3225 ◉ ◉ ◉ ◎ ◎
7830127 PXSM250C25-10R010 10 25 1 17,5 27,5 24 42 XP3225 ◉ ◉ ◉ ◎ ◎
7830128 PXSM250C25-10R020 10 25 2 17,5 27,5 24 42 XP3225 ◉ ◉ ◉ ◎ ◎
7830129 PXSM250C25-10R030 10 25 3 17,5 27,5 24 42 XP3225 ◉ ◉ ◉ ◎ ◎
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Milling | Indexables

Corner radius with straight flutes solid carbide head

Up to 5xD application in 60 HRC work materials

For PXMZ straight shank holder

10 - 20 mm

EDP Designation Z D1 R l l1 D Helix 
angle Type Grade

P M K N S H

Price
dry dry GG GGG dry dry dry

7830200 PXRE100C10-04R020 4 10 2 4.5 13 9.7 - 1 XP6305 ◉ ◉ ◉
7830201 PXRE120C12-04R020 4 12 2 5 14,4 11,7 - 1 XP6305 ◉ ◉ ◉
7830202 PXRE160C16-06R030 6 16 3 7 18,7 15,7 - 1 XP6305 ◉ ◉ ◉
7830203 PXRE200C20-06R030 6 20 3 10 21,5 19,6 - 1 XP6305 ◉ ◉ ◉
7830369 PXDR100C10-03R015-N 3 10 1,5 7 13 9.7 45 2 XP6305 ◉ ◉ ◉
7830370 PXDR100C10-03R020-N 3 10 2 7 13 9.7 45 2 XP6305 ◉ ◉ ◉
7830371 PXDR120C12-03R015-N 3 12 1,5 8,4 14,4 11,7 45 2 XP6305 ◉ ◉ ◉
7830372 PXDR120C12-03R020-N 3 12 2 8,4 14,4 11,7 45 2 XP6305 ◉ ◉ ◉
7830373 PXDR160C16-03R020-N 3 16 2 11,2 18,7 15,7 45 2 XP6305 ◉ ◉ ◉
7830374 PXDR160C16-03R030-N 3 16 3 11,2 18,7 15,7 45 2 XP6305 ◉ ◉ ◉
7830375 PXDR200C20-03R020-N 3 20 2 14 21,5 19,6 45 2 XP6305 ◉ ◉ ◉
7830376 PXDR200C20-03R030-N 3 20 3 14 21,5 19,6 45 2 XP6305 ◉ ◉ ◉
7830349 PXDR100C10-03R015-P 3 10 1,5 7 13 9.7 45 2 XP3225 ◉ ◉ ◉ ◎
7830350 PXDR100C10-03R020-P 3 10 2 7 13 9.7 45 2 XP3225 ◉ ◉ ◉ ◎
7830351 PXDR120C12-03R015-P 3 12 1,5 8,4 14,4 11,7 45 2 XP3225 ◉ ◉ ◉ ◎
7830352 PXDR120C12-03R020-P 3 12 2 8,4 14,4 11,7 45 2 XP3225 ◉ ◉ ◉ ◎
7830353 PXDR160C16-03R020-P 3 16 2 11,2 18,7 15,7 45 2 XP3225 ◉ ◉ ◉ ◎
7830354 PXDR160C16-03R030-P 3 16 3 11,2 18,7 15,7 45 2 XP3225 ◉ ◉ ◉ ◎
7830355 PXDR200C20-03R020-P 3 20 2 14 21,5 19,6 45 2 XP3225 ◉ ◉ ◉ ◎
7830356 PXDR200C20-03R030-P 3 20 3 14 21,5 19,6 45 2 XP3225 ◉ ◉ ◉ ◎

PXRE / PXDR HEADS   NEW SIZES
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Milling | Indexables

Multi flute variable helix solid carbide head

Up to 5xD application in 60 HRC work materials

For PXMZ straight shank holder

10 - 20 mm

EDP Designation Z D1 R l l1 D Helix 
angle Type Grade

P M K N S H

Price
dry dry GG GGG dry dry dry

7830270 PXBE100C10-03R050-P 3 10 5 7 13 9,7 45 1 XP3320 ◉ ◉ ◉ ◎ ◎
7830271 PXBE120C12-03R060-P 3 12 6 8,4 14,4 11,7 45 1 XP3320 ◉ ◉ ◉ ◎ ◎
7830272 PXBE160C16-03R080-P 3 16 8 11,2 18,7 15,7 45 1 XP3320 ◉ ◉ ◉ ◎ ◎
7830273 PXBE200C20-03R100-P 3 20 10 14 21,5 19,6 45 1 XP3320 ◉ ◉ ◉ ◎ ◎
7830250 PXBE100C10-03R050-N 3 10 5 7 13 9,7 45 1 XP3320 ◉ ◉ ◉ ◎ ◉
7830251 PXBE120C12-03R060-N 3 12 6 8,4 14,4 11,7 45 2 XP3320 ◉ ◉ ◉ ◎ ◉
7830252 PXBE160C16-03R080-N 3 16 8 11,2 18,7 15,7 45 2 XP3320 ◉ ◉ ◉ ◎ ◉
7830253 PXBE200C20-03R100-N 3 20 10 14 21,5 19,6 45 2 XP3320 ◉ ◉ ◉ ◎ ◉
7830300 PXBM100C10-04R050 4 10 5 7 13 9,7 45 3 XP3320 ◉ ◉ ◉ ◎ ◉
7830301 PXBM120C12-04R060 4 12 6 8,4 14,4 11,7 45 3 XP3320 ◉ ◉ ◉ ◎ ◉
7830302 PXBM160C16-06R080 6 16 8 11,2 18,7 15,7 45 3 XP3320 ◉ ◉ ◉ ◎ ◉
7830303 PXBM200C20-06R100 6 20 10 14 21,5 19,6 45 3 XP3320 ◉ ◉ ◉ ◎ ◉

PXBE / PXBM HEADS   NEW SIZES
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Milling | Indexables

PXBE-N OH / PXBE-P OH  HEADS

Multi flute variable helix solid carbide head with coolant holes

Up to 5xD application in 60 HRC work materials

For PXMZ straight shank holder

12 - 20 mm

EDP Designation Z D1 R l l1 D Helix 
angle Grade

P M K N S H

Price
dry dry GG GGG dry dry dry

7830281 PXBE120C12-03R060-P-O 3 12 6 8,4 14,4 11,7 45 XP3320 ◉ ◉ ◉ ◎ ◎
7830282 PXBE160C16-03R080-P-O 3 16 8 11,2 18,7 15,7 45 XP3320 ◉ ◉ ◉ ◎ ◎
7830283 PXBE200C20-03R100-P-O 3 20 10 14 21,5 19,6 45 XP3320 ◉ ◉ ◉ ◎ ◎
7830261 PXBE120C12-03R060-N-O 3 12 6 8,4 14,4 11,7 45 XP3320 ◉ ◉ ◉ ◎ ◉
7830262 PXBE160C16-03R080-N-O 3 16 8 11,2 18,7 15,7 45 XP3320 ◉ ◉ ◉ ◎ ◉
7830263 PXBE200C20-03R100-N-O 3 20 10 14 21,5 19,6 45 XP3320 ◉ ◉ ◉ ◎ ◉

PXBE OH HEADS   NEW
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Milling | Indexables
PXMZ   NEW SIZES

Accessories

Type 1

Type 2

Applicable head Ø

Tightening 
torque 

recommended
(Nm) Spanner

Ø 10, Ø 12 10 7801890 PXMP8-10

Ø 12 ~ 14 12 7801890 PXMP8-10

Ø 16 ~ 18 30 7801891 PXMP13-16

Ø 20 ~ 22 50 7801891 PXMP13-16

Ø 25 60 7801892 PXMP21

Ø 32 60 7801897 PXMP24

EDP Designation Head 
Ø D1 D α L l Head + l 

(except PXVC)
Head + l 

PXVC
Head + l 

PXVC D1>D Type Oil
hole

Shank 
material Price

48174025 PXMZ-C10SS10-S075CS 10 9,8 10 0° 75 17.3 30.3 33.3 35.3 1 - Carbide
48174023 PXMZ-C10SS10-L100CS 10 9,8 10 0° 100 37.3 50.3 53.3 55.3 1 - Carbide
48174026 PXMZ-C10TP12-LL130CS 10 9,8 12 0,9° 130 67 80 83 85 2 - Carbide
48174008 PXMZ-C12SS12-S075CS 12 - 14 11,7 12 0° 75 24 38,4 42 44 1 - Carbide
48174009 PXMZ-C12SS12-L100CS 12 - 14 11,7 12 0° 100 45,9 60,3 63,9 65,9 1 - Carbide
48174010 PXMZ-C12SS12-L115CS 12 - 14 11,7 12 0° 115 64,2 78,6 82,2 84,2 1 - Carbide
48174011 PXMZ-C12TP16-LL135CS 12 - 14 11,7 16 1,3° 135 83,8 98,2 101,8 103,8 2 - Carbide
48174012 PXMZ-C16SS16-S090CS 16 - 18 15,7 16 0° 90 39,2 57,9 62,7 64,7 1 - Carbide
48174013 PXMZ-C16SS16-L130CS 16 - 18 15,7 16 0° 130 61,2 79,9 84,7 86,7 1 - Carbide
48174014 PXMZ-C16SS16-L135CS 16 - 18 15,7 16 0° 135 84,2 102,9 107,7 109,7 1 - Carbide
48174015 PXMZ-C16TP20-LL165CS 16 - 18 15,7 20 1,1° 165 115 136,5 138,5 140,5 2 - Carbide
48174016 PXMZ-C20SS20-S090CS 20 - 22 19,6 20 0° 90 39,1 60,6 66,6 68,6 1 - Carbide
48174017 PXMZ-C20SS20-L150CS 20 - 22 19,6 20 0° 150 78,4 99,9 105,9 107,9 1 - Carbide
48174018 PXMZ-C20SS20-L180CS 20 - 22 19,6 20 0° 180 109,1 130,6 136,6 138,6 1 - Carbide
48174019 PXMZ-C20TP25-LL200CS 20 - 22 19,6 25 1,1° 200 140 161,5 167,5 169,5 2 - Carbide
48174020 PXMZ-C25SS25-L200CS 25 24 25 0° 200 96,6 124,1 131,6 - 1 - Carbide
48174021 PXMZ-C10SS10-S075 10 9,8 10 0° 75 12 25 28 30 1 - Carbide
48174024 PXMZ-C32SS32-L250CS 32 28 32 0° 250 115.2 - 159.9 - 1 - Carbide
48174001 PXMZ-C12SS12-S100 12 - 14 11,7 12 0° 100 18 32,4 36 38 1 - Steel
48174002 PXMZ-C12TP20-S145 12 - 14 11,7 20 5° 145 47,4 61,8 65,4 67,4 2 - Steel
48174003 PXMZ-C16SS16-S100 16 - 18 15,7 16 0° 100 23 41,7 46,5 48,5 1 - Steel
48174004 PXMZ-C16TP25-S155 16 - 18 15,7 25 5° 155 53,1 71,8 76,6 78,6 2 - Steel
48174005 PXMZ-C20SS20-S120 20 - 22 19,6 20 0° 120 28 49,5 55,5 57,5 1 - Steel
48174006 PXMZ-C20TP32-S170 20 - 22 19,6 32 5° 170 70,8 92,3 98,3 100,3 2 - Steel
48174007 PXMZ-C25SS25-S140 25 24 25 0° 140 34,5 62 69,5 - 1 - Steel
48174022 PXMZ-C32SS32-S160 32 28 32 0° 160 33 - 77,7 - 1 - Steel
48309005 PXMZ-C12SS12-S075CS-O 12 11,7 12 0° 75 25 39,4 43 45 3 ◉ Carbide
48309006 PXMZ-C12SS12-L100CS-O 12 11,7 12 0° 100 46,3 60,7 64,3 66,3 3 ◉ Carbide
48309007 PXMZ-C12SS12-L115CS-O 12 11,7 12 0° 115 65 79,4 83 85 3 ◉ Carbide
48309008 PXMZ-C12TP16-LL135CS-O 16 11,7 16 1,3° 135 85 99,4 103 105 4 ◉ Carbide
48309009 PXMZ-C12TP16-LL150CS-O 16 11,7 16 1° 150 85,6 100 103,6 105,6 4 ◉ Carbide
48309010 PXMZ-C16SS16-S090CS-O 16 15,7 16 0° 90 40 58,7 63,5 65,5 3 ◉ Carbide
48309011 PXMZ-C16SS16-L130CS-O 16 15,7 16 0° 130 62 80,7 85,5 87,5 3 ◉ Carbide
48309012 PXMZ-C16SS16-L135CS-O 16 15,7 16 0° 135 85 103,7 108,5 110,5 3 ◉ Carbide
48309013 PXMZ-C16TP20-LL165CS-O 20 15,7 20 1° 165 115 133,7 138,5 140,5 4 ◉ Carbide
48309014 PXMZ-C16TP20-LL180CS-O 20 15,7 20 1° 180 116,6 135,3 140,1 142,1 4 ◉ Carbide
48309015 PXMZ-C20SS20-S090CS-O 20 19,6 20 0° 90 40 61,5 67,5 69,5 3 ◉ Carbide
48309016 PXMZ-C20SS20-L150CS-O 20 19,6 20 0° 150 79,3 100,8 106,8 108,8 3 ◉ Carbide
48309017 PXMZ-C20SS20-L180CS-O 20 19,6 20 0° 180 110 131,5 137,5 139,5 3 ◉ Carbide
48309018 PXMZ-C20TP25-LL200CS-O 25 19,6 25 1° 200 140 161,5 167,5 169,5 4 ◉ Carbide
48309019 PXMZ-C20TP25-LL210CS-O 25 19,6 25 1° 210 145 166,5 172,5 174,5 4 ◉ Carbide
48309020 PXMZ-C25SS25-L200CS-O 25 24 25 0° 200 98 125,5 133 - 3 ◉ Carbide
48309001 PXMZ-C12SS12-S100-O 12 11,7 12 0° 100 18 32,4 36 38 5 ◉ Steel
48309002 PXMZ-C16SS16-S100-O 16 15,7 16 0° 100 23 41,7 46,5 48,5 5 ◉ Steel
48309003 PXMZ-C20SS20-S120-O 20 19,6 20 0° 120 28 49,5 55,5 57,5 5 ◉ Steel
48309004 PXMZ-C25SS25-S140-O 25 24 25 0° 140 34,5 62 69,5 - 5 ◉ Steel

Exchangeable carbide/steel body for PXM

L

l

Ø
D
1

Ø
D

Ø
D
1

L

Ø
D

l

α

NEW

NEW

NEW

NEW

NEW

NEW

NEW

NEW

NEW

NEW

NEW

NEW

NEW

NEW

NEW

NEW

NEW

NEW

NEW

NEW

NEW

NEW

NEW

NEW

NEW

NEW

Type 3

Type 4

Type 5

L
l

Ø
D1 Ø
D

L
l

Ø
D1 Ø
D

α

φ
Dc

L

⒧2 ⒧s

φ
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φ
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L

l
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D

Ø
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Milling | Indexables
PXMJ

Exchangeable screw fit body for PXM

PXM Series PXMJ OP-SFA

EDP Designation Head Ø D1 Da Dg l D Type Oil hole Price

7801893 PXMJ-C12SF06 12 - 14 11,7 6,5 6 18 11 1 -
7801894 PXMJ-C16SF08 16 - 18 15,7 8,5 8 21,8 14,5 1 -
7801895 PXMJ-C20SF10 20 - 22 19,6 10,5 10 26,5 18 1 -
7801896 PXMJ-C25SF12 25 24 12,5 12 34 23 1 -
7803551 PXMJ-C12SF06-O 12 11.7 6.5 6 18 11 2 ◉
7803552 PXMJ-C16SF08-O 16 15.7 8.5 8 21.8 14.5 2 ◉
7803553 PXMJ-C20SF10-O 20 19.6 10.5 10 26.5 18 2 ◉
7803554 PXMJ-C25SF12-O 25 24 12.5 12 34 23 2 ◉

D
1 D
g

D
a D

l

L

NEW

NEW

NEW

NEW

Type 1

Type 2

Accessories

Applicable head Ø

Tightening 
torque 

recommended
(Nm) Spanner

Ø 10, Ø 12 10 7801890 PXMP8-10

Ø 12 ~ 14 12 7801890 PXMP8-10

Ø 16 ~ 18 30 7801891 PXMP13-16

Ø 20 ~ 22 50 7801891 PXMP13-16

Ø 25 60 7801892 PXMP21

Ø 32 60 7801897 PXMP24NEW

D
1 D
a

D
g D

l

L



PXMC COLLET
Milling | Collets

PXMC collet for PHOENIX PXM series.

Applicable exchangeable heads: PXNH, PXNL, PXSE, PXSM, PXDR, PXRE, PXBE, PXBM

With coolant hole

Reducing overhang length allows high rigidity

EDP Designation Proper Head 
Ø D2 D3 L l2 l Head + l2 

(except PXVC)
Head + l2

PXVC Ø12,16,20,25
Head + l2

PXVC Ø14,18,22 Type Price

7834001 PXMC-C1205 12 -14 11.7 26 10.5 5 24 19,4 23 25 1
7834002 PXMC-C1605 16 - 18 15.7 26 10.5 5 45,9 23,7 28.5 30.5 1
7834003 PXMC-C2005 22 - 22 19.6 26 10.5 5 64,2 26,5 32.5 34.5 1
7834004 PXMC-C2505 25 24.0 26 10.5 5 83,8 32,5 40 - 1
7834011 PXMC-C1230 12 -14 11.7 26 35.5 30 39,2 44,4 48 50 2
7834012 PXMC-C1630 16 -18 15.7 26 35.5 30 61,2 48,7 53.5 55.5 2
7834013 PXMC-C2030 20 - 22 19.6 26 35.5 30 84,2 51,5 57.5 59.5 2
7834014 PXMC-C2530 25 24.0 26 35.5 30 115 57,5 65 - 2
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c

L2

HY-PRO holder for PXMC

EDP Designation C
L2

Price
Extra short Short

8910000 BT30-SLK12-35 P30T-1(MAS1) 38 45,5 70,5
8910001 BT30-SLK12-35 P30T-2(MAS2) 38 45,5 70,5
8910002 BT40-SLK12-45 38 55,5 80,5
8910003 BT40-SLK12-75 38 85,5 110,5
8910005 A63-SLK12-75 38 85,5 110,5
8910006 A63-SLK12-135 38 145,5 170,5

HY-PRO HOLDER
Milling | Holders
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CUTTING CONDITIONS
Milling | Indexables | Cutting conditions

PXNL / PXNH

PXNL / PXNH

Side milling L/D≤3,5

Slotting  L/D≤3,5
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Cast iron
FC250 Carbon steel Alloy steel Stainless steel  

Hardened steel
Stainless steel  

SUS304

Ø S
(min-1)

F
(mm/min)

S
(min-1)

F
(mm/min)

S
(min-1)

F
(mm/min)

S
(min-1)

F
(mm/min)

S
(min-1)

F
(mm/min)

10 2.860 720 3.820 840 3.180 520 2.860 350 2.550 280
12 2.390 600 3.180 700 2.650 440 2.390 290 2.120 230
16 1.790 620 2.390 720 1.990 450 1.790 300 1.590 240
20 1.430 660 1.910 760 1.590 480 1.430 310 1.270 250
25    890 450 1.270 560 1.020 340    890 220 760 170

Max 
cutting 
depth

ap ae

0,5 D 0,3 D

ap ae

0,5 D 0,2 D ae

ap

Cast iron
FC250 Carbon steel Alloy steel Stainless steel  

Hardened steel
Stainless steel  

SUS304

Ø S
(min-1)

F
(mm/min)

S
(min-1)

F
(mm/min)

S
(min-1)

F
(mm/min)

S
(min-1)

F
(mm/min)

S
(min-1)

F
(mm/min)

10 2.230 360 3.180 450 2.550 270 2.230 170 1.910 130
12 1.860 300 2.650 370 2.120 220 1.860 140 1.590 110
16 1.390 320 1.990 400 1.590 240 1.390 150 1.190 120
20 1.110 360 1.590 450 1.270 270 1.110 170 950 130
25 760 280 1.150 370    890 210 760 130 640 100

Max 
cutting 
depth

ap

0,5 D
ap
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PXVC

PXVC

PXVC

Side milling L/D≤5

Side milling 5<L/D≤6

Side milling 6<L/D≤7

Mild steel - Carbon steel
Cast iron

SS400 · S55C · FC250
~750 N/mm2

Alloy steel  
Tool steel

SCM · SKT · SKS · SKD 
~30 HRC

Stainless steel  
Hardened steel

SUS304 · SKD 
~45 HRC

Hardened steel  
Titanium alloy steel (wet)

Ti-6AI-4V 
45~55 HRC

Ø S
(min-1)

F
(mm/min)

S
(min-1)

F
(mm/min)

S
(min-1)

F
(mm/min)

S
(min-1)

F
(mm/min)

10 4.780 1.150 3.820 920 3.190 770 2.550 620
12 3.980 960 3.190 770 2.660 640 2.130 520
14 3.420 830 2.730 660 2.280 550 1.820 440
16 2.990 720 2.390 580 1.990 480 1.600 390
18 2.660 640 2.130 520 1.770 430 1.420 350
20 2.390 580 1.910 460 1.600 390 1.280 310
22 2.180 530 1.740 420 1.450 350 1.160 280
25 1.910 460 1.530 370 1.280 310 1.020 250

32-5F 1.500 380 1.200 240 1.000 250 800 160
32-8F 1.500 480 1.200 390 1.000 320 800 260

Max 
cutting 
depth

Mild steel - Carbon steel
Cast iron

SS400 · S55C · FC250
~750 N/mm2

Alloy steel  
Tool steel

SCM · SKT · SKS · SKD 
~30 HRC

Stainless steel  
Hardened steel

SUS304 · SKD 
~45 HRC

Hardened steel  
Titanium alloy steel (wet)

Ti-6AI-4V 
45~55 HRC

Ø S
(min-1)

F
(mm/min)

S
(min-1)

F
(mm/min)

S
(min-1)

F
(mm/min)

S
(min-1)

F
(mm/min)

10 4.300 1.040 3.510 850 2.870 690 2.230 540
12 3.590 870 2.920 710 2.390 580 1.860 450
14 3.070 740 2.510 610 2.050 500 1.600 390
16 2.690 650 2.190 530 1.800 440 1.400 340
18 2.390 580 1.950 470 1.600 390 1.240 300
20 2.150 520 1.760 430 1.440 350 1.120 270
22 1.960 480 1.600 390 1.310 320 1.020 250
25 1.720 420 1.410 340 1.150 280 900 220
32 Maximun lengthof L/D=5 in combination with the standard shank

Max 
cutting 
depth

1. Use a rigid and precise machine and holder.
2. Please adjust the speed and feed when the cutting depth is large or when machines with low rigidity are used
3. Please adjust the cutting condition when the overhang length is longer.
4. Please consider the overhang length as the total length of replaceable head and overhang length of shank holder.

Mild steel - Carbon steel
Cast iron

SS400 · S55C · FC250
~750 N/mm2

Alloy steel  
Tool steel

SCM · SKT · SKS · SKD 
~30 HRC

Stainless steel  
Hardened steel

SUS304 · SKD 
~45 HRC

Hardened steel  
Titanium alloy steel (wet)

Ti-6AI-4V 
45~55 HRC

Ø S
(min-1)

F
(mm/min)

S
(min-1)

F
(mm/min)

S
(min-1)

F
(mm/min)

S
(min-1)

F
(mm/min)

10 3.820 920 3.190 770 2.550 620 1.910 460
12 3.190 770 2.660 640 2.130 520 1.600 390
14 2.730 660 2.280 550 1.820 440 1.370 330
16 2.390 580 1.990 480 1.600 390 1.200 290
18 2.130 520 1.770 430 1.420 350 1.070 260
20 1.910 460 1.600 390 1.280 310 960 240
22 1.740 420 1.450 350 1.160 280 870 210
25 1.530 370 1.280 310 1.020 250 770 190
32 Maximun length of L/D=5 in combination with the standard shank

Max 
cutting 
depth

1. Use a rigid and precise machine and holder.
2. Please adjust the speed and feed when the cutting depth is large or when machines with low rigidity are used
3. Please adjust the cutting condition when the overhang length is longer.
4. Please consider the overhang length as the total length of replaceable head and overhang length of shank holder.

ap ae

0,5 D 0,2 D

ap ae

0,5 D 0,2 D

ap ae

0,5 D 0,2 D

ap ae

0,5 D 0,1 D

ap ae

0,5 D 0,1 D

ap ae

0,5 D 0,1 D

ap ae

0,5 D 0,05 D

ap ae

0,5 D 0,05 D

ap ae

0,5 D 0,05 D
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CUTTING CONDITIONS

PXVC

PXVC

PXVC

Slotting  L/D≤5

Slotting  5<L/D≤6

Slotting  6<L/D≤7

Mild steel - Carbon steel
Cast iron

SS400 · S55C · FC250
~750 N/mm2

Alloy steel  
Tool steel

SCM · SKT · SKS · SKD 
~30 HRC

Stainless steel  
Hardened steel

SUS304 · SKD 
~45 HRC

Hardened steel  
Titanium alloy steel (wet)

Ti-6AI-4V 
45~55 HRC

Ø S
(min-1)

F
(mm/min)

S
(min-1)

F
(mm/min)

S
(min-1)

F
(mm/min)

S
(min-1)

F
(mm/min)

10 4.780 960 3.820 770 3.180 640 2.390 480
12 3.980 800 3.180 640 2.650 530 1.990 400
14 3.410 680 2.730 550 2.270 450 1.710 340
16 2.980 600 2.390 480 1.990 400 1.490 300
18 2.650 530 2.120 420 1.770 350 1.330 270
20 2.390 480 1.910 380 1.590 320 1.190 240
22 2.170 430 1.740 350 1.450 290 1.090 220
25 1.910 380 1.530 310 1.270 250 950 190
32 Not recommended (due to the large number of flutes)

Max 
cutting 
depth

Mild steel - Carbon steel
Cast iron

SS400 · S55C · FC250
~750 N/mm2

Alloy steel  
Tool steel

SCM · SKT · SKS · SKD 
~30 HRC

Stainless steel  
Hardened steel

SUS304 · SKD 
~45 HRC

Hardened steel  
Titanium alloy steel (wet)

Ti-6AI-4V 
45~55 HRC

Ø S
(min-1)

F
(mm/min)

S
(min-1)

F
(mm/min)

S
(min-1)

F
(mm/min)

S
(min-1)

F
(mm/min)

10 3.820 770 3.190 640 2.550 510 2.070 420
12 3.190 640 2.660 540 2.130 430 1.730 350
14 2.730 550 2.280 460 1.820 370 1.480 300
16 2.390 480 1.990 400 1.600 320 1.300 260
18 2.130 430 1.770 360 1.420 290 1.150 230
20 1.910 390 1.600 320 1.280 260 1.040 210
22 1.740 350 1.450 290 1.160 240 950 190
25 1.530 310 1.280 260 1.020 210 830 170
32 Maximun length of L/D=5 in combination with the standard shank

Max 
cutting 
depth

1. Use a rigid and precise machine and holder.
2. Please adjust the speed and feed when the cutting depth is large or when machines with low rigidity are used
3. Please adjust the cutting condition when the overhang length is longer.
4. Please consider the overhang length as the total length of replaceable head and overhang length of shank holder.

Mild steel - Carbon steel
Cast iron

SS400 · S55C · FC250
~750 N/mm2

Alloy steel  
Tool steel

SCM · SKT · SKS · SKD 
~30 HRC

Stainless steel  
Hardened steel

SUS304 · SKD 
~45 HRC

Hardened steel  
Titanium alloy steel (wet)

Ti-6AI-4V 
45~55 HRC

Ø S
(min-1)

F
(mm/min)

S
(min-1)

F
(mm/min)

S
(min-1)

F
(mm/min)

S
(min-1)

F
(mm/min)

10 3.190 640 2.550 510 2.230 450 1.910 390
12 2.660 540 2.130 430 1.860 380 1.600 320
14 2.280 460 1.820 370 1.600 320 1.370 280
16 1.990 400 1.600 320 1.400 280 1.200 240
18 1.770 360 1.420 290 1.240 250 1.070 220
20 1.600 320 1.280 260 1.120 230 960 200
22 1.450 290 1.160 240 1.020 210 870 180
25 1.280 260 1.020 210 900 180 770 160
32 Maximun length of L/D=5 in combination with the standard shank

Max 
cutting 
depth

1. Use a rigid and precise machine and holder.
2. Please adjust the speed and feed when the cutting depth is large or when machines with low rigidity are used
3. Please adjust the cutting condition when the overhang length is longer.
4. Please consider the overhang length as the total length of replaceable head and overhang length of shank holder.

ap

≤ 0,5 D

ap

≤ 0,5 D

ap

≤ 0,3 D

ap

≤ 0,4 D

ap

≤ 0,4 D

ap

≤ 0,3 D

ap

≤ 0,3 D

ap

≤ 0,3 D

ap

≤ 0,25 D

ap

≤ 0,3 D

ap

≤ 0,3 D

ap

≤ 0,2 D
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CUTTING CONDITIONS

PXSE

PXSE

Side milling L/D≤3,5

Slotting  L/D≤3,5

Mild steel - Carbon steel
Cast iron

SS400 · S55C · FC250
~750 N/mm2

Alloy steel  
Tool steel

SCM · SKT · SKS · SKD 
~30 HRC

Stainless steel  
Hardened steel

SUS304 · SKD 
~45 HRC

Hardened steel  
Titanium alloy steel (wet)

Ti-6AI-4V 
45~55 HRC

Heat steel
Inconel

Ø S
(min-1)

F
(mm/min)

S
(min-1)

F
(mm/min)

S
(min-1)

F
(mm/min)

S
(min-1)

F
(mm/min)

S
(min-1)

F
(mm/min)

10 3.810 920 3.190 770 2.070 500 2.070 420 800 130
12 3.180 760 2.650 640 1.700 400 1.700 350 650 100
16 2.390 570 1.950 470 1.250 300 1.250 250 500 80
20 1.910 460 1.550 370 1.000 250 1.000 200 400 65
25 1.530 370 1.240 300    800 200 800 160 320 50

Max 
cutting 
depth

Mild steel - Carbon steel
Cast iron

SS400 · S55C · FC250
~750 N/mm2

Alloy steel  
Tool steel

SCM · SKT · SKS · SKD 
~30 HRC

Stainless steel  
Hardened steel

SUS304 · SKD 
~45 HRC

Hardened steel  
Titanium alloy steel (wet)

Ti-6AI-4V 
45~55 HRC

Heat steel
Inconel

Ø S
(min-1)

F
(mm/min)

S
(min-1)

F
(mm/min)

S
(min-1)

F
(mm/min)

S
(min-1)

F
(mm/min)

S
(min-1)

F
(mm/min)

10 3.030 610 3.030 610 1.600 320 1.600 260 800 130
12 2.500 500 1.550 300 1.300 250 1.300 250 650 100
16 1.850 350 1.150 250 1.000 200 1.000 200 500 80
20 1.500 300 950 200 750 160 750 160 400 65
25 1.200 240 760 160 600 130 600 130 320 50

Max 
cutting 
depth

ap ae

0,5 D 0,15 D

ap

≤ 0,35 D

ap ae

0,5 D 0,1 D

ap

≤ 0,3 D

ap ae

0,5 D 0,05 D

ap

≤ 0,2 D

ap ae

0,5 D 0,05 D

ap

0,1 D

PXSM
Side milling L/D≤3,5

Mild steel - Carbon steel
Cast iron

SS400 · S55C · FC250
~750 N/mm2

Alloy steel  
Tool steel

SCM · SKT · SKS · SKD 
~30 HRC

Stainless steel  
Hardened steel

SUS304 · SKD 
~45 HRC

Hardened steel  
Titanium alloy steel (wet)

 Ti-6AI-4V 
45~55 HRC

Heat steel  
Iconel

Ø S
(min-1)

F
(mm/min)

S
(min-1)

F
(mm/min)

S
(min-1)

F
(mm/min)

S
(min-1)

F
(mm/min)

S
(min-1)

F
(mm/min)

10 5.730  2.070  4.780  1.440  3.820  1.150  3.190  960  1.910  420 
12 4.780 1.730 3.980 1.200 3.190 960 2.660 800 1.600 350

16-6F 3.590 1.300 2.990 900 2.390 720 1.990 600 1.200 260
16-8F 3.590 1.730 2.990 1.200 2.390 960 1.990 800 1.200 350

20 2.870 1.730 2.390 1.200 1.910 960 1.600 800 960 350
25 2.300 1.380 1.910 960 1.530 770 1.280 640 770 280

Max 
cutting 
depth

ap ae

≤ 0,5 D ≤ 0,05 D

ap ae

≤ 0,5 D ≤ 0,02 D

ap ae

≤ 0,3 D ≤ 0,02 D
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CUTTING CONDITIONS

PXRE

PXDR-P

PXDR-N

Corner radius type L/D≤3,5

Corner radius type L/D≤5

Corner radius type L/D≤5

Mild steel - Carbon steel
Cast iron

SS400 · S55C · FC250
~750 N/mm2

Alloy steel  
Tool steel

SCM · SKT · SKS · SKD 
~30 HRC

Hardened steel  
Prehardened steel

SKD · NAK80 · HPM50
(38~45 HRC)

Hardened steel  
 

45~55 HRC

Hardened steel  
 

55~60 HRC

Ø S
(min-1)

F
(mm/min)

S
(min-1)

F
(mm/min)

S
(min-1)

F
(mm/min)

S
(min-1)

F
(mm/min)

S
(min-1)

F
(mm/min)

10 6.370 12.800 4.800 7.800 3.900 6.000 3.300 4.100 2.800 2.700
12 5.800 10.600 4.000 6.500 3.200 4.900 2.700 3.300 2.300 2.200
16 4.000 11.900 3.000 7.700 2.400 5.900 2.000 3.900 1.700 2.700
20 3.200 9.550 2.400 6.500 1.900 4.900 1.600 3.300 1.400 2.200

Max 
cutting 
depth

Mild steel - Carbon steel
Cast iron

SS400 · S55C · FC250
~750 N/mm2

Alloy steel  
Tool steel

SCM · SKT · SKS · SKD 
~30 HRC

Stainless steel  
Hardened steel
SUS304S · SKD

~45 HRC

Hardened steel  
 

45~55 HRC

Ø S
(min-1)

F
(mm/min)

S
(min-1)

F
(mm/min)

S
(min-1)

F
(mm/min)

S
(min-1)

F
(mm/min)

10 4.770 3.580 4.770 2.860 4.770 2.150 4.770 1.430
12 3.980 2.980 3.980 2.390 3.980 1.790 3.980 1.190
16 2.980 2.240 2.980 1.790 2.980 1.340 2.980 900
20 2.390 1.790 2.390 1.430 2.390 1.070 2.390 720

Max 
cutting 
depth

Alloy steel  
Tool steel

SCM · SKT · SKS · SKD 
~30 HRC

Stainless steel  
Hardened steel
SUS304S · SKD

~45 HRC

Hardened steel
SUS304S · SKD

45~55 HRC

Hardened steel  
 

55~60 HRC

Ø S
(min-1)

F
(mm/min)

S
(min-1)

F
(mm/min)

S
(min-1)

F
(mm/min)

S
(min-1)

F
(mm/min)

10 4.770 3.580 3.820 2.290 3.180 1.150 3.180 950
12 3.980 2.980 3.180 1.910 2.650 950 2.650 800
16 2.980 2.240 2.390 1.430 1.990 720 1.990 600
20 2.390 1.790 1.910 1.150 1.590 570 1.590 480

Max 
cutting 
depth

ap ae

0,1 x R  0,3 D

ap ae

 0,05 D  0,25 D

ap ae

 0,03 D  0,25 D

ap ae

 0,03 D  0,25 D

ap ae

 0,02 D  0,2 D

ap ae

0,1 x R  0,3 D
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CUTTING CONDITIONS

PXBE-N

PXBM

PXBE-P

Ball nose type L/D≤3,5

Ball nose type L/D≤3,5

Ball nose type L/D≤5

Mild steel - Carbon steel
Cast iron

SS400 · S55C · FC250
~750 N/mm2

Alloy steel  
Tool steel

SCM · SKT · SKS · SKD 
~30 HRC

Stainless steel  
Hardened steel
SUS304S · SKD

~45 HRC

Hardened steel  
Titanium alloy steel (wet)

 Ti-6AI-4V 
45~55 HRC

Hardened steel  
 

55~60 HRC

Ø S
(min-1)

F
(mm/min)

S
(min-1)

F
(mm/min)

S
(min-1)

F
(mm/min)

S
(min-1)

F
(mm/min)

S
(min-1)

F
(mm/min)

10 7.960 3.580 7.960 3.580 6.370 2.290 4.770 1.430 3.180 480
12 6.630 2.980 6.630 2.980 5.310 1.910 3.980 1.190 2.650 400
16 4.970 2.240 4.970 2.240 3.980 1.430 2.980 900 1.990 300
20 3.980 1.790 3.980 1.790 3.180 1.150 2.390 720 1.590 240

Max 
cutting 
depth

Mild steel - Carbon steel
Cast iron

SS400 · S55C · FC250
~750 N/mm2

Alloy steel  
Tool steel

SCM · SKT · SKS · SKD 
~30 HRC

Stainless steel  
Hardened steel
SUS304S · SKD

~45 HRC

Hardened steel  
Titanium alloy steel (wet)

 Ti-6AI-4V 
45~55 HRC

Hardened steel  
 

55~60 HRC

Ø S
(min-1)

F
(mm/min)

S
(min-1)

F
(mm/min)

S
(min-1)

F
(mm/min)

S
(min-1)

F
(mm/min)

S
(min-1)

F
(mm/min)

10 7.960 4.770 7.960 4.770 6.360 3.050 4.770 1.910 3.180 640
12 6.600 3.900 6.600 3.900 5.300 2.500 3.950 1.500 2.600 550
16 4.950 4.500 4.950 4.500 3.950 2.900 2.950 1.800 1.900 600
20 3.950 3.500 3.950 3.500 3.150 2.300 2.350 1.500 1.600 500

Max 
cutting 
depth

Mild steel - Carbon steel
Cast iron

SS400 · S55C · FC250
~750 N/mm2

Alloy steel  
Tool steel

SCM · SKT · SKS · SKD 
~30 HRC

Stainless steel  
Hardened steel
SUS304S · SKD

~45 HRC

Hardened steel  
Titanium alloy steel (wet)

 Ti-6AI-4V 
45~55 HRC

Ø S
(min-1)

F
(mm/min)

S
(min-1)

F
(mm/min)

S
(min-1)

F
(mm/min)

S
(min-1)

F
(mm/min)

10 4.770 2.150 3.820 1.720 3.180 1.430 3.180 950
12 3.980 1.790 3.180 1.430 2.650 1.190 2.650 800
16 2.980 1.340 2.390 1.070 1.990 900 1.990 600
20 2.390 1.070 1.910    860 1.590 720 1.590 480

Max 
cutting 
depth

ap Pf

 0,02 D  0,05 D

ap Pf

0,07D 0,15 D

ap Pf

0,04D 0,1 D

ap Pf

0,05D 0,15 D

ap Pf

0,04D 0,1 D

ap Pf

0,03D 0,05 D



06/2019 - All rights reserved. © OSG Europe 2019. 

The contents of this catalogue are provided to you for viewing only. They are not 
intended for reproduction either in part or in whole in this or other medium. They 
cannot be copied, used to create derivation work or used for any reason, by means 
without the express, written permission of the copyright owner. If prices are stated, 
they are netto unit-prices and any eventual tax(es) have to be added. The company is 
not responsible for any printing error in technical, price and/or any other data.

Tool specifications subject to change without notice.

www.osgeurope.com

OSG EUROPE LOGISTICS S.A.

OSG EUROPE LOGISTICS
Avenue Lavoisier 1

B-1300 Z.I. Wavre - Nord - Belgium
Tel: +32 10 23 05 07
Fax: +32 10 23 05 51

info@osgeurope.com

OSG BELUX
Avenue Lavoisier 1

B-1300 Z.I. Wavre - Nord - Belgium
Tel: +32 10 23 05 11
Fax: +32 10 23 05 31

info@osg-belgium.com

OSG FRANCE
Parc Icade, Paris Nord 2

Immeuble “Le Rimbaud”
22 Avenue des Nations

CS66191 - 93420 Villepinte - France
Tel: +33 1 49 90 10 10
Fax: +33 1 49 90 10 15
sales@osg-france.com

OSG NETHERLANDS
Bedrijfsweg 5 - 3481 MG Harmelen

Tel: +31 348 44 2764
Fax: +31 348 44 2144

info@osg-nl.com

OSG UK
Shelton house, 5 Bentalls

Pipps Hill Ind Est, Basildon Essex SS14 3BY
Tel: +44 1268 567 660
Fax: +44 1268 567 661

sales@osg-uk.com

CZECH, SLOVAKIA, HUNGARY
OSG Europe Logistics S.A.

Slovakia organizacna zlozka
Racianská 22/A, SK-83102 Bratislava

Slovakia
Tel. +421 24 32 91 295

Orders-osgsvk@osgeurope.com

OSG POLAND Sp. z.o.o.
Spółdzielcza 57

05-074 Halinów - Poland
Tel: +22 760 82 71
Fax: +22 760 82 71

osg@osg-poland.com

OSG GERMANY
Karl-Ehmann-Str. 25

D - 73037 Göppingen - Germany
Tel: +49 7161 6064 - 0

Fax: +49 7161 6064 - 444
info@osg-germany.de

OSG SCANDINAVIA
(For Scandinavian countries)

Langebjergvaenget 16
4000 Roskilde - Denmark

Tel: +45 46 75 65 55
Fax: +45 46 75 67 00

osg@osg-scandinavia.com

SWEDEN
Branch office of OSG SCANDINAVIA

Abrahams Gränd 8
295 35 Bromölla - Sweden

Tel: +46 40 41 22 55
Fax: +46 40 41 32 55

osg@osg-scandinavia.com

OSG IBERICA
Bekolarra 4

E - 01010 Vitoria-Gasteiz - Spain
Tel: +34 945 242 400
Fax: +34 945 228 883

osg.iberica@osg-ib.com

RUSSIA
Butlerova street, 17B, office 5069

117342 Moscow - Russia
Tel: +7 (495) 150 41 54
info@osg-russia.com

OSG TURKEY
Rami Kişla Cad.No:56 Eyüp

Istanbul 34056 - Turkey
Tel+90 212 565 24 00

Fax: +90 212 565 44 00
info@osg-turkey.com

ROMSAN INTERNATIONAL CO. SRL
Reprezentant Exclusiv OSG

25C, Bucuresti-Magurele Street
051431 Bucuresti - România

Tel: +40 21 322 07 47
Fax: +40 21 321 56 00

romsan.int@romsan.ro

 AUSTRIA
Branch office of  OSG GERMANY

Messestraße 11
A-6850 Dornbirn

Tel: +49 7161 6064-0
Fax: + 49 7161 6064-444

info@osg-germany.de

OSG ITALIA
Via Cirenaica n. 52 int. 61/63

I - 10142 Torino - Italy 
Tel: +39 0117705211
Fax: +39 0117705215

info@osg-italia.it

Vischer & Bolli AG
Machining and Workholding

Im Schossacher 17
CH-8600 Dübendorf

T +41 44 802 15 15
F +41 44 802 15 95
info@vb-tools.com




